
 EC Safety Data Sheet Revision No.: 1.01 
 according to regulation (EC) 1907/2006  Revised on: 27.04.2022 

  Print date: 02.05.2022 

 RCT GmbH  

RCT Concrete Remover 

 Page 1 of 8 

SECTION 1: Identification of the substance/mixture and of the company/undertaking 

1.1. Product identifier 

RCT Concrete Remover 

1.2. Relevant identified uses of the substance/mixture and uses advised against 

Use of the substance/mixture 

Concrete/mortar - cleaning agent for industrial and professional consumers 

1.3. Details of the supplier providing the safety data sheet 

Company name:  Reisacher Chemie & Technik GmbH 

Street:  Hermann-Krum-Str. 7 

Place:  88319 Aitrach (Germany) 

Phone:  +49 7565 942687 - 0  Telefax:  +49 7565 942687 - 90 

E-Mail:  info@rct-germany.de 

Contact person:  Dr. Rockermaier 

E-mail:  m.rockermaier@rct-germany.de 

Homepage:  www.rct-germany.de 

Informing department:  Laboratory 

1.4. Emergency phone number: 

+49 7565 942687 - 0  

The emergency number is only available on weekdays (Mon-Fri) from 8:30 to 16:00 (CET). 

SECTION 2: Possible hazards 

2.1. Classification of the substance or mixture 

Classification according to Regulation (EC) No. 1272/2008 [CLP] 

Skin corrosion category 1B (H314) 

Serious eye damage Category 1 (H318) 

This mixture does not present a physical hazard. 

This mixture does not present an environmental hazard. Under normal conditions of use, no harmful effect to the 

environment is known or foreseeable. 

2.2. Labeling elements: 

The mixture is a cleaning agent (see section 15). 

The mixture is used foamed. 

Signal word:  Danger 

Pictograms:  GHS05 

Hazard statements: 

H314: Causes severe skin burns and eye damage. 

H318: Causes serious eye damage. 

Precautionary statements 

P260: Do not breathe dust/fume/gas/mist/vapor/aerosol. 

P280: Wear protective gloves/protective clothing/eye protection/face protection. 

P301+P330+P331: IN CASE OF INSPECTION: Rinse out mouth. DO NOT induce vomiting. 

P303+P361+P353: IF ON SKIN (or hair): Remove all contaminated clothing immediately. Wash skin with water or shower. 

P304+P340+P310: IF INHALED: Remove person to fresh air and ensure unobstructed breathing. Immediately call POISON 

CENTER or doctor. 

P305+P351+P338+P310: IF IN EYES: Rinse cautiously with water for several minutes. Remove any contact lenses if 

possible. Continue to flush. Immediately call POISON CENTER or doctor. 

Special labelling of certain mixtures 

Not applicable 

2.3. Other hazards 

The mixture does not contain any "substances of very high concern" (SVHC) >= 0.1% published by the European Chemical 

Agency (ECHA) according to the Article 8_ of REACH: 

http://echa.europa.eu/fr/candidate-list-table: 



 EC Safety Data Sheet Revision No.: 1.01 
 according to regulation (EC) 1907/2006  Revised on: 27.04.2022 

  Print date: 02.05.2022 

 RCT GmbH  

RCT Concrete Remover 

 Page 2 of 8 

SECTION 3: Composition/Information on ingredients 

3.1. Substances 

not applicable 

3.2. Mixtures 

Chemical characterization 

Aqueous solution 

Hazardous ingredients 

EC-No. Designation Proportion 

CAS-No. Classification according to Regulation (EC) No. 1272/2008 [CLP]  

REACH-No.   

201-180-5 Glycolic acid 10 – 25% 

79-14-1 Skin Corr. 1B; H314; Acute Tox. 4, H332  

01-2119485579-17-xxxx   

231-633-2 Phosphoric acid 1 – 10% 

7664-38-2 Met. Corr.1, H290; Skin Corr. 1B, H314  

01-2119485924-24-xxxx   

231-595-7 Hydrochloric acid 1 – 10% 

7647-01-0 Met. Corr.1, H290; Skin Corr. 1B, H314;   

01-2119484862-27-xxxx   

2904768 beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts 1 - 10% 

90170-43-7 Eye Irrit. 2, H319  

01-2119976233-35-xxxx   

   

Wording of H-, P- and EUH-phrases: see section 16. 

SECTION 4: First aid measures 

4.1. Description of first aid measures 

General advice 

Remove affected person from danger area. 

In case of doubt or if symptoms persist, consult a physician. 

Show this safety data sheet to the attending physician. 

Do not give anything by mouth to an unconscious person. 

After inhalation 

Provide fresh air. 

Seek medical treatment if symptoms occur. 

After contact with skin 

Remove contaminated clothing and shoes immediately. 

Wash off with soap and plenty of water. 

In case of extensive contamination and/or injury to the skin, seek medical advice or transfer the affected person to hospital. 

After contact with eyes 

In case of contact with eyes, rinse immediately with plenty of water for at least 15 minutes with eyelid open. 

Remove contact lenses. 

Protect uninjured eye. 

Send affected person to an ophthalmologist regardless of initial condition and show label. 

After ingestion 

Rinse mouth. Do not allow anything to be ingested by mouth. 

Do not administer milk or alcoholic beverages. 

Never give anything to a person who has fainted. 

Call a doctor immediately and show him the label. 

4.2. Most important symptoms and effects, both acute and delayed 

No information available. 

4.3. Indication of any immediate medical attention and special treatment needed 

No information available. 



 EC Safety Data Sheet Revision No.: 1.01 
 according to regulation (EC) 1907/2006  Revised on: 27.04.2022 

  Print date: 02.05.2022 

 RCT GmbH  

RCT Concrete Remover 

 Page 3 of 8 

SECTION 5: Fire fighting measures 

5.1. Extinguishing media 

Suitable extinguishing media 

Foam, water spray, CO2, dry extinguishing agent 

Unsuitable extinguishing media 

Water jet 

5.2. Special hazards arising from the substance or mixture 

Fire often produces dense, black smoke. Exposure to decomposition products may be harmful. Do not inhale smoke. 

In case of fire may form: 

carbon monoxide 

carbon dioxide 

thermal decomposition products. 

5.3. Advice for fire fighting 

In case of fire wear self-contained breathing apparatus. 

Collect contaminated extinguishing water separately, do not allow to enter sewage system. 

Fire residues and contaminated extinguishing water must be disposed of in accordance with local regulations. 

Additional information 

Product itself does not burn. 

SECTION 6: Accidental release measures 

6.1. Personal precautions, protective equipment and emergency procedures 

Use personal protective equipment. Keep unprotected persons away. Avoid contact with skin and eyes. 

6.2. Environmental precautions 

Contain and bind leaks or spills with liquid-binding, non-flammable material, e.g.: sand, universal binder, diatomaceous 

earth. Collect the waste in drums and dispose of as described in item 13. Prevent the material from entering sewers or 

water bodies. 

6.3. Methods and material for containment and cleaning up 

Neutralize with a basic decontaminant, such as aqueous sodium carbonate solution or similar. In case of soil contamination 

and after removing the product by vacuuming, clean contaminated area with neutral, non-flammable binder and wash with 

plenty of water. Preferably clean with a detergent, do not use organic solvents. 

6.4. Reference to other sections 

Safe handling: see section 7 

Personal protective equipment: see section 8 

Disposal: see section 13 

SECTION 7: Handling and storage 

The regulations for storage facilities apply to the premises where the mixture is handled. 

7.1. Protective measures for safe handling 

Precautions for safe handling 

Wash hands after each use. Remove and wash contaminated clothing before reuse. Provide permanent safety showers and 

eye wash systems in the premises where the mixture is used. 

Fire and explosion protection precautions: 

Prevent access by unauthorized persons. 

Precautions for safe handling: 

For personal protection, see Section 8. 

Observe label information and occupational health and safety regulations. 

Prohibited equipment and work practices: 

Do not smoke, eat or drink in the areas where the mixture is used. 

7.2. Conditions for safe storage taking into account incompatibilities 

Requirements for storage rooms and containers 

Store only in the original container.  

Keep container dry and tightly closed.  

Provide acid resistant floor. 

Information on storage in one common storage facility 

Do not store together with oxidizing agents. 
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Do not store together with alkalis. 

Further information on storage conditions 

No decomposition if stored and used as directed. 

Protect from direct sunlight. Keep container tightly closed. 

Storage class (TRGS 510): 

(B (non-flammable corrosive hazardous substances) 

7.3. Specific end use 

See use of the product, chapter 1.2. 

SECTION 8: Exposure controls/personal protection 

Additional advice on the design of technical equipment 

No specific recommendations. Do not eat, drink or smoke during work. 

8.1. Parameters to be monitored 

Occupational exposure limits 

Contains no substances with occupational exposure limits. 

8.2. Exposure controls and monitoring 

Suitable technical control equipment 

For technical measures, see section 7. 

Pictogram(s) for mandatory wearing of personal protective equipment (PPE): 

 

 

 

Use clean and properly maintained personal protective equipment. Keep personal protective equipment in a clean place, 

away from the work area. Do not eat, drink or smoke during use. Remove and wash contaminated clothing before reuse. 

Provide adequate ventilation, especially in enclosed areas. 

Protective and hygienic measures 

Observe the usual precautionary measures when handling chemicals. 

Wash hands before breaks and at the end of work. 

Eye/face protection 

Avoid contact with eyes. Use eye protection against liquid splashes. Wear safety goggles conforming to EN 166 with side 

shields for all use. In case of increased danger, use a face shield to protect the face. In the event of atomization, wear a 

face shield complying with standard EN 166. Wearing corrective glasses does not constitute protection. Contact lens 

wearers are recommended to use corrective lenses during work where irritating vapors may be generated. Provide eye 

shower systems in the premises where the product is used. 

Hand protection 

Wear suitable protective gloves in case of prolonged or repeated skin contact. Use suitable chemical resistant protective 

gloves according to standard EN 374. Gloves must be selected according to the use and duration of use at the workplace. 

Protective gloves must be chosen according to the workplace: Attention to other chemicals, required physical protection 

(cutting, pricking, thermal protection), required dexterity. 

Recommended glove material: 

PVC (polyvinyl chloride), butyl rubber (isobutylene-isoprene copolymer), natural latex, nitrile rubber (acrylonitrile-butatiene 

copolymer). 

Recommended properties: 

Water impermeability according to standard EN 374. 

Body protection 

Avoid skin contact. Select appropriate protective clothing based on the amount and concentration of hazardous substance 

in the workplace. 

Type of suitable protective clothing: 

Wear appropriate protective clothing and especially an apron and boots. These must be kept in good condition and cleaned 

after use. In case of heavy spraying, wear liquid-tight chemical protective clothing (type 3) according to EN 14605 to avoid 

any skin contact. In case of splash hazards, wear chemical protective clothing (type 6) according to EN 13034 to avoid any 

skin contact. Personnel must wear regularly washed work clothes. After contact with the product, all soiled parts of the body 

must be washed. Wear acid-proof protective clothing when handling larger quantities. 

Respiratory protection 

If dust or aerosol is generated, use respiratory protection with recognized filter type. 
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SECTION 9: Physical and chemical properties 

9.1. Information on basic physical and chemical properties 

Physical state:   thin liquid 

Color:   colorless - yellowish 

Odor:   odorless 

pH-value:   approx. 1 

Melting point/Melting range:   not determined 

Boiling point/Boiling range:  (1013 hPa)  approx. 100°C 

Flash point:   not applicable 

Ignition temperature:   not applicable 

Density:  (20°C)  not determined 

Bulk density:   not applicable 

Solubility in water:   soluble 

SECTION 10: Stability and reactivity 

10.1. Reactivity 

10.2. Chemical stability 

The mixture is stable when handled and stored as recommended in Section 7. 

The product is stable when stored at normal ambient temperatures. 

10.3. Possibility of hazardous reactions 

Reacts with alkalis (caustic solutions). 

10.4. Conditions to avoid 

Heat, frost 

10.5. Incompatible materials 

Strong alkalis (lyes). 

10.6. Hazardous decomposition products 

In case of fire, if oxygen is supplied, carbon dioxide and water; if oxygen is deficient, mainly carbon monoxide, soot and 

crack products such as aldehydes, ketones, fatty acids and hydrocarbons. 

SECTION 11: Toxicological information 

11.1. Information on toxicological effects 

May cause irreversible skin damage, such as visible necrosis extending through the epidermis into the dermis, as a result of 

exposure for a duration between 3 minutes and one hour. Reactions to corrosive effects are characterized by ulceration, 

hemorrhage, bloody sloughing of the skin, bald patches, and scarring. 

Acute toxicity 

Glycolic acid:  LD50, oral rat: 1950 mg/kg 

Phosphoric acid:   

Hydrochloric acid 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs, disodium salts   LD50, oral: >2000 mg/kg 

Skin irritation: 

Glycolic acid:  corrosive 

Phosphoric acid:  strong corrosive effect on skin and mucous membranes. 

Hydrochloric acid:  corrosive effect 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts:  non-irritant 

Eye Irritation: 

Glycolic acid:  corrosive 

Phosphoric acid:  strong corrosive/irritant effect with risk of serious eye damage 

Hydrochloric acid:  corrosive effect, risk of serious eye damage 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts  irritant. 

Sensitization:  

Glycolic acid:  not known 

Phosphoric acid:  not known 

Hydrochloric acid:  not sensitizing 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts           Not sensitizing in guinea pig maximization test. 
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Carcinogenicity: 

Hydrochloric acid:  showed no carcinogenic effect in animal studies. 

Genotoxicity: 

Hydrochloric acid:  in vitro tests showed no mutagenic effects. 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts  No experimental evidence of genotoxicity in  

vitro available. 

Reproductive toxicity: 

Hydrochloric acid:  showed no effect on fertility in animal studies. 

Teratogenicity: 

Other test data. 

May be irritating to the respiratory tract. 

SECTION 12: Environmental information 

12.1. Toxicity 

Glycolic acid: 

Fish (zebrafish) LC50  >5000mg/l  96h 

Invertebrates EC50 93,31 mg/l 48h 

Algae EC50  51,4 mg/l 72h 

Phosphoric acid: 

Fish   

Invertebrates    

Algae   

Hydrochloric acid: 

Fish (Lepomis macrochirus) LC50  24,6 mg/l  96h 

Invertebrates (Daphna magna)   EC50  0,492 mg/l  48h 

Algae (Pseudocrichneria subcapitata)  EC50  0,78 mg/l  72h 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts 

Fish (zebrafish) LC50  32,9 mg/l  96h 

Invertebrates (Daphna) EC50  33 mg/l  48h 

Algae (Pseudocrichneria subcapitata) EC50  >40 mg/l  72h 

12.2. Persistence and degradability 

Biodegradability: 

Glycolic acid:  readily biodegradable, 100% (10d) OECD 302 B. 

beta-Alanine, N-(2-carboxyethyl)-, N-coco alkyl derivs., disodium salts  readily biodegradable, 82% (14d) OECD  

301F 

12.3. Bioaccumulative potential 

No information available. 

12.4. Mobility in soil 

No information available. 

12.5. Results of PBT and vPvB assessment 

No information available. 

12.6. Other adverse effects 

No information available. 

Further information 

not applicable 

SECTION 13: Disposal considerations 

13.1. Waste treatment procedures 

Recommendation 

This product and its container must be disposed of as hazardous waste. Dispose of contents/container in accordance with 

local/regional/national/international regulations. 

Do not allow to enter drains or water courses. 

Waste code product 

The assignment of waste code numbers / waste designations must be carried out in accordance with EAKV on an industry 

and process-specific basis. 
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Waste code uncleaned packaging 

Packaging that cannot be cleaned must be disposed of in the same way as the substance. 

Non-contaminated packaging can be recycled. 

SECTION 14: Transport information 

The product must be transported in accordance with ADR regulations for road transport, RID regulations for rail transport, 

IMDG regulations for sea transport, ICAO/IATA regulations for air transport. 

Land transport (ADR/RID)  

14.1 N-number:  UN3265 

14.2 UN proper shipping name:  CORROSIVE ACIDIC ORGANIC LIQUID, N.O.S. 

14.3Transport hazard class: 8 

14.4 Packing group II 

14.5 Environmental hazards:  not dangerous for the environment 

Hazard label:  8 

Classification code:  C3 

Limited quantity:  1l 

Transport category:  2 

Tunnel restriction code:  E 

Marine transport (IMDG) 

14.1 N-number:  UN3265 

14.2 UN proper shipping name: CORROSIVE LIQUID, ACIDIC, ORGANIC, N.O.S 

14. Transport hazard class: 8 

14.4 Packing group II 

14.5 Environmental hazards:  not dangerous for the environment 

Hazard label: 8 

Classification code:  - 

Limited quantity:  1l 

Air transport (IATA) 

SECTION 15: Legislation 

15.1. Safety, health and environmental regulations/specific legislation for the substance or mixture 

EU regulations 

National regulations 

Water hazard class (WGK):  1 (slightly hazardous to water) - Classification according to VwVwS 

Labeling of cleaning agents (Regulation EC No. 648/2004, 907/2006): 

less than 5% amphoteric surfactants 

below 5% phosphates 

15.2. Chemical safety assessment 

Chemical safety assessment for substances in this mixture have not been carried out. 

SECTION 16: Other information 

Abbreviations and acronyms 

ADR: Accord européen sur le transport des marchandises dangereuses par Route 

(European Agreement concerning the International Carriage of Dangerous Good by Road) 

IMDG: International Maritime Code for Dangerous Goods 

IATA: International Air Transport Association 

GHS: Globally Harmonized System of Classification and Labelling of Chemicals 

EINECS: European Inventory of Commercial Chemical Substances 

ELINCS: European List of Notified Chemical Substances 

CAS: Chemical Abstracts Service 

LC50: Lethal concentration, 50% 

LD50: Lethal dose, 50% 

Wording of H- and EUH-phrases (number and full text) from section 3 

H314: Causes severe skin burns and eye damage. 

H319: Causes severe eye irritation. 
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H332: Harmful by inhalation. 

Further information 

The data of the hazardous ingredients were taken from the latest safety data sheet of the supplier. The information is based 

on our present knowledge, but does not constitute a guarantee of product properties and does not establish a contractual 

legal relationship. 


